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Orientierungsleuchte, angenehme warmweil3e (3000K) Lichtfarbe, geringe Leis-
tungsaufnahme, Spannungsstabilisierung integriert.

m High-Power LED 1 Watt, @ Lebensdauer tiber 50.000 Stunden
m Lichtausbeute 40-85 Im

m Anschluss: 9-32V DC, (12 V oder 24V Bordnetz)

m Material: Edelstahl, Glas

m Wasserfest nach IP67

m Farben: Warmweil, rot, neutralweif3, blau, griin

Surface intergated navigation and emergency light, bright and pleasant warm white
light (3,000 K). Integrated voltage stabilization.

m High-Power LED 1 Watt, @ Lifespan over 50,000 hours
m Light output: 40-85Im

m Connection: 9-32 VDG, (12 V or 24V power on board)
m Material: stainless steel, glass

m Waterproof according to IP67

m Colors: warm white, red, neutral white, blue, green

30

3,5

@60

Betriebsspannung: 9-32V DC
Operating voltage: 9-32 V DC

Application ceiling, wall

inkl. LED
including LED for outdoor use
Montage an Mébeln, entflammbar tiber 200°C
mounting to furnitures flammable over 200°C

Schutzklasse drei
protection class three
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Einsatzbereich Decke, Wand

Einsatz in AuBenbereichen
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Sicherung
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Batterie
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Durchschnittlich gesamter Lichtstrom 40-85 Lu-

men

average total light current 40-85 lumen

Material: Edelstahl, G

las

material stainless steel, glass

Wasserfest nach IP67

waterproof according to IP67

Edelstahl warmweil3 (3000K)

230131 11 LED-Leuchte EBI3, 1 W stainless steel warm white (3000 K)
230231 11 LED-Leuchte EB13, 1 W Edelstahl rot
stainless steel red

Edelstahl neutralweil3 (4000K)

230331 11 LED-Leuchte EB13, 1 W stainless steel neutral white (4000K)
23043111 LED-Leuchte EB13, 1 W g e el
stainless steel blue
23053111 LED-Leuchte EB13, 1 W L grlin
stainless steel green
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